










mailto:info@iec.ch
http://www.iec.ch/
http://www.iec.ch/searchpub
http://webstore.iec.ch/justpublished
http://www.electropedia.org/
http://webstore.iec.ch/csc
mailto:csc@iec.ch
http://webstore.iec.ch/justpublished













	iec61212-3-1{ed3.0}b.pdf
	English
	CONTENTS
	FOREWORD
	INTRODUCTION
	1 Scope
	2 Normative references
	3 Terms and definitions
	4 Designations and abbreviations
	4.1 General
	4.2 Designation
	4.3 Abbreviations

	5 Requirements
	Bibliography
	Tables
	Table 1 – Types of industrial round rolled tubes
	Table 2 – Permissible deviation from nominal external diameter of round rolled tubes in the “as rolled and cured” condition
	Table 3 – Permissible deviation from nominal external diameter of round rolled tubes in ground or turned condition, all types
	Table 4 – Permissible deviation from nominal internal diameter of round rolled tubes, all types
	Table 5 – Tolerance on wall thickness for round rolled tubes
	Table 6 – Departure from straightness for round rolled tubes
	Table 7– Property requirements for round rolled tubes
	Table 8 – Electric strength at 90 (C in oil, perpendicular to laminations, for round rolled tubes (1 min proof test or 20 s step-by-step test) a (kV/mm)


	Français
	SOMMAIRE
	AVANT-PROPOS
	INTRODUCTION
	1 Domaine d’application
	2 Références normatives
	3 Termes et définitions
	4 Désignations et abréviations
	4.1 Généralités
	4.2 Désignation
	4.3 Abréviations

	5 Exigences
	Bibliographie
	Tableaux
	Tableau 1 – Types de tubes industriels ronds enroulés
	Tableau 2 – Écart admissible par rapport au diamètre extérieur nominal des tubes ronds enroulés en l’état “enroulé et traité”
	Tableau 3 – Écart admissible par rapport au diamètre extérieur nominal des tubes ronds enroulés rectifiés ou tournés, de tous types
	Tableau 4 – Écart admissible par rapport au diamètre intérieur nominal des tubes ronds enroulés, de tous types
	Tableau 5 – Tolérance pour l’épaisseur de paroi des tubes ronds enroulés
	Tableau 6 – Écart de rectitude des tubes ronds enroulés
	Tableau 7 – Exigences relatives aux propriétés des tubes ronds enroulés
	Tableau 8 – Rigidité diélectrique à 90 (C dans l’huile, perpendiculairementaux couches, pour tubes ronds enroulés (essai de rupture par traction de 1 min ou essai par paliers de 20 s) a (kV/mm)






