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Foreword 

This document (EN 15877-2:2013) has been prepared by Technical Committee CEN/TC 256 “Railway 
applications”, the secretariat of which is held by DIN. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by April 2013, and conflicting national standards shall be withdrawn at the 
latest by April 2013. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CEN by the European Commission and the 
European Free Trade Association, and supports essential requirements of EU Directive. 

For relationship with EU Directive, see informative Annex ZA, which is an integral part of this document. 

The series of European Standards, Railway applications — Marking on railway vehicles, consists of the 
following parts: 

 Part 1: Freight wagons; 

 Part 2: External markings on coaches, motive power units, locomotives and on track machines. 

Some markings in Part 1 may also be used for on track machines as appropriate. 

According to the CEN-CENELEC Internal Regulations, the national standards organisations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, 
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, 
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom. 
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Introduction 

This standard has been developed to provide a European standard for external markings used on railway 
vehicles. These markings are used to provide various items of information to railway staff relating to the 
technical and operational characteristics and intended use of vehicles in a clear and concise manner. Among 
those markings are safety markings used to alert equipment operators to hazards that may be encountered in 
the use or maintenance of the vehicles and markings relevant to emergency and rescue. 

The standard is applicable to coaches, motive power units, locomotives and on track machines operating 
within the European Union, the European Free Trade Association Member States and States which are 
member of OTIF (Intergovernmental Organisation for International Carriage by Rail) and it satisfies the legal 
requirements within these institutions. 

The standard is consistent with: 

a) the Technical Specification for Interoperability Subsystem: 

1) Rolling Stock Scope for Conventional and High Speed Locomotives and Passenger rolling stock;  

2) Traffic Operation and Management; 

b) the Convention Concerning International Carriage by Rail (COTIF) of 9th May 1980 in the Version of the 
Protocol of Modification of 3rd June 1999 which entered into force on 1st July 2006. 

It therefore supports the essential requirements of: 

 Directive 2008/57/EC on the Interoperability of the Railway System; 

 COTIF 1999, Appendix F, Annex 1-A. 

It is intended to be used by all parties concerned with the marking of railway vehicles. 

STN EN 15877-2: 2014
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1 Scope 

This part of the European Standard identifies the information required or recommended to be marked on 
coaches, motive power units, locomotives and On Track Machines, relating to their technical and operational 
characteristics. It defines the characteristics of these markings, the requirements pertaining to their 
presentation, their shape and position on a vehicle and their meaning. Some markings are accompanied with 
note(s) where appropriate. 

Service markings relating to passenger information are not addressed by this standard. 

The provisions of this standard cover external markings on vehicles as required by: 

• the TSIs;

• the COTIF regulations.

In addition to the markings shown in this European Standard, there might be other markings and text applied 
to these vehicles, e.g. instructions and warnings concerning the use of equipment specific to the vehicle. Such 
additional markings are not in contravention of this standard provided they do not interfere with, create 
ambiguity or in any other way affect the markings in this standard. 

This European Standard is applicable to all railway motive power units, coaches, baggage and mail vans and 
car carrying coaches intended to be included in passenger trains, locomotives and On Track Machines 
operating within and between Member States of the European Union, the European Economic Area Member 
States and States which are member of OTIF (Intergovernmental Organisation for International Carriage by 
Rail) and it satisfies the legal requirements within these institutions. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 15663, Railway applications — Definition of vehicle reference masses 

ISO 3864-4:2011, Graphical symbols — Safety colours and safety signs — Part 4: Colorimetric and 
photometric properties of safety sign materials 
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